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Product Description 
SALIRONE innovates not only the revolution & green 
composite material, but also brings durability and 

characteristics together with a variety of colors & texture, 

that creates a even better elegant fashion world. 

Product Features 

• Safe & Soft skin touch 

• Antiallergic 

• Anti-bacterial & Mould proof 

• High/Low Temperature Resistance 

• Extraordinary Low Permanent Elongation 

• Colorful and stylish 

•  Green protective and environmental friendly 

Color and texture 

Custom colors and textures are available upon request. 

Typical Applications 
Clothes, bags, shoes…

Specification 

Width: 1370mm 

Put-up: 50m R.O.T.     

Substrate Material Type: Polyester fibre 

Substrate Material Thickness: 0.4mm 

  SALIRONE INC. 
For more information 
     0752-5196280 
     sales@salirone.com 
     www.salirone.com
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信息释义

品牌标志是品牌使用频率最高的视觉符号以及形成品牌
视觉想像的核心元素，是品牌形象的象征与精神体现。
因此，必须严格按照本手册的相关规范来使用品牌标志。

注意事项

在一般情况下使用品牌标志，应尽量使用提供的光盘电
子文件，不建议重绘品牌标志。尽量避免在重绘中出现
误差。

标志使用环境包括但不限于：
报纸/电视广告/宣传/包装/会议/新闻发布会/新闻通讯/
公司内外部的交流/接待服务/纪念品等。
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品牌徽章

Silicone 
Silicone 

Polyester fibre

CHARACTERISTICS   VALUE 

Tensile Force                 
   longitudinal  ≥260N  
   Transverse  ≥200N 

Tensile Elongation       
   longitudinal  ≥25%  
   Transverse  ≥25% 

Tear Force          
   longitudinal  ≥11N   
   Transverse  ≥25N       

＊All data value based on substrate material : Two side brush, thickness is 0.4mm.    

＊All data shown only for basic reference, and not as specification or warranty.

CHARACTERISTICS   VALUE 

Tensile Force                 
   longitudinal  ≥170N  
   Transverse  ≥170N 

Tensile Elongation       
   longitudinal  ≥80%  
   Transverse  ≥80% 

Tear Force          
   longitudinal  ≥12N   
   Transverse  ≥20N       

＊All data value based on substrate material : Ultra fine Velvet, thickness is 0.4mm.    

＊All data shown only for basic reference, and not as specification or warranty.


